Government of the People's Republic of Bangladesh
Office of the Executive Engineer
Mohakhali PWD Division, 
Sher-e-Bangla Nagar, Dhaka.
Phone: 02-9110086; Fax: 02-9110086.
website: www.pwd.gov.bd
	Memo No.Works-T/38
	                                                                                  Date:20-10-2016.



CORRIGENDUM NOTICE
This is to inform all concerned that the following correction have been made in the Tender Schedule for which is invited from this Office/vide memo No-Works-T/32, Date: 28/09/2016 Corrigendum for XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj wbg©vY KvR (c~Z©, we`y¨r Ges cvwb I cqt wb®‹vkb, AvBwW bs- 2574,  2664 n‡Z 2671 Ges 2744 I 2745), DËiv, XvKv|
	SL No
	As shown in the Tender Schedule
	To be replaced as

	03
	AvBwWbs-2665t XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj wbg©vY (cvwb mieivn e¨e¯’v) KvR|

	Item No-15
	Supplying, fitting & fixing Floor inlets of adjustoble type ABC plastic body, Origin USA/EU. 
a) Flanch washer 7 Colour.
	Supplying, fitting & fixing Floor inlets of adjustoble type ABC plastic body, Origin USA/EU. 
a) Floor inlets

	10
	AvBwWbs-2744t XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj Gi dvD‡Ûkb wbg©vY (Water Purification Plant For Swimming Pool) KvR|
	AvBwWbs-2744t XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj wbg©vY (Water Purification Plant For Swimming Pool) KvR|

	Item No-1
	Supply, installation, testing and commissioning of vertical sand filters suitable for using swimming pool with laterals and moderator with following features and specification and as per direction of the Engineer-in Charge (including vessel stand, vessel stair, vessel manhole etc.)
.UV resistance surface to allow the filter to work under direct sunlight.
.Automatic Air Release system enables easy release of trapped air during operation of the filter.
. Laterals with fine gaps are able to keep out filter media and dirt particles.
.Pressure vessel top dish and reduce type bottom conical should be made of 8 mm thick best quality M.S. plate including 12 mm thick filter net fitting.
.Vessel manhole are available in option. As per standard.
Functions: 
.           Maximum Flow rate : 22600 GP/H
.           Vessel/Factory Testing Pressure : 6 bar/85 Psi
.           Size of General : 6 mm – 40 mm.
.           Size of Silica sand : 0.5 – 08 mm.
Brand : EAMUX
Model : NL1600
Technical Characteristics :  
.           Filter Dia : 6’-3″
.           Filter Height : 6′-0″
.           Filter Area : 366.72 Cft.
.           Valve connection : As Per Required.
.           Maximum Flow Rate : 22600 GP/H.
.           Sand : 2300 Kg. (approximately)
.           Gravel : (approximately).
	Supply, installation, testing and commissioning of vertical sand filters suitable for using swimming pool with laterals and moderator with following features and specification and as per direction of the Engineer-in Charge (including vessel stand, vessel stair, vessel manhole etc.)
.UV resistance surface to allow the filter to work under direct sunlight.
.Automatic Air Release system enables easy release of trapped air during operation of the filter.
. Laterals with fine gaps are able to keep out filter media and dirt particles.
.Pressure vessel top dish and reduce type bottom conical should be made of 8 mm thick best quality M.S. plate including 12 mm thick filter net fitting.
.Vessel manhole are available in option. As per standard.
Functions: 
.           Maximum Flow rate : 22600 GP/H
.           Vessel/Factory Testing Pressure : 6 bar/85 Psi
.           Size of General : 6 mm – 40 mm.
.           Size of Silica sand : 0.5 – 08 mm.
Brand : EAMUX or equivalent approved and accepted by the Engineer. 
Model : NL1600
Technical Characteristics :  
.           Filter Dia : 6’-3″
.           Filter Height : 6′-0″
.           Filter Area : 366.72 Cft.
.           Valve connection : As Per Required.
.           Maximum Flow Rate : 22600 GP/H.
.           Sand : 2300 Kg. (approximately)
.           Gravel : (approximately).
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	Item No-2
	Supply, installation, testing and commissioning of self priming close soupled cast iron bodied pump motor set with built in strainer for water specifications : 
Operating Condition :
.   Liquid temperature up to 60° c
.   Ambient temperature up to 40° c
.   Total suction lift up to 7 m
.    Maximum permissible working pressure up to 6 bar continuous duty.
Operating Condition-Statically & Dynamically.
Connection : threaded port/Flange
Brand : EAMUX
Model: C-SE15
Motor : 
. 15 HP/3p/440V/50 Hz.
. Capacity : 11.2 KW
. Flow Rate : 35400 GP/H (10 m Head) Centrifugal Pump & Motor
. Constructed in accordance origin : Siemens/Germany/Italy.
. Materials : Centrifugal Pump & Motor Specification :
  Pump Casing : Cast Iron or Bronze
  Impeller : Stainless Steel.
  Shaft : Chrome-nickel steel
  Strainer Cover : Cast Iron/Bronze
  Mechanical Seal : Carbon-Ceramic-FPM
	Supply, installation, testing and commissioning of self priming close soupled cast iron bodied pump motor set with built in strainer for water specifications : 
Operating Condition :
.   Liquid temperature up to 60° c
.   Ambient temperature up to 40° c
.   Total suction lift up to 7 m
.    Maximum permissible working pressure up to 6 bar continuous duty.
Operating Condition-Statically & Dynamically.
Connection : threaded port/Flange
Brand : EAMUX or equivalent approved and accepted by the Engineer.
Model: C-SE15
Motor : 
. 15 HP/3p/440V/50 Hz.
. Capacity : 11.2 KW
. Flow Rate : 35400 GP/H (10 m Head) Centrifugal Pump & Motor
. Constructed in accordance origin : Siemens/ Germany/ Italy.
. Materials : Centrifugal Pump & Motor Specification :
  Pump Casing : Cast Iron or Bronze
  Impeller : Stainless Steel.
  Shaft : Chrome-nickel steel
  Strainer Cover : Cast Iron/Bronze
  Mechanical Seal : Carbon-Ceramic-FPM

	11
	AvBwWbs-2745t XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj Gi dvD‡Ûkb wbg©vY (Internal Electrification of Swimming Pool & Gymnasium) KvR|
	AvBwWbs-2745t XvKvi DËiv¯’ Avg©W cywjk e¨vUvwjqb Kg‡cø‡· myBwgscyj wbg©vY (Internal Electrification of Swimming Pool & Gymnasium) |



All other terms and conditions will remain unchanged. This corrigendum will be a part and parcel of the said Tender.



(Md. Morshed Hossain)
Executive Engineer
Mohakhali PWD Division
Sher-e-Bangla Nagar, Dhaka.



